DISPLAY PANEL

Type AZT.4

« Laboratory The display panel AZT.4 is a local warning indicator. It visualizes the status of the
connected gas warning sensors.

+ Gas filling installations Mounted at the entrance area it will warn the service staff of possible dangers

« Machine rooms before entering the room.
Also at facilities with a noise level higher than the main alert signal the display panel
« Engine test benches AZT.4 serves as an immediate information about the type of the danger which

increases the security at gas filling installations, machine rooms, etc.
The display panel made by CGS has proven its worth at monitoring processes of
product manufacturing.

« Analysis rooms

L3 Digital form at:
d www.cgs-company.de/downloads/MDZ_E_D_AZT.4.pdf MDZ_E_D_AZT4_11 1/2
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" DISPLAY PANEL

Type AZT.4

Technical data Connection plan
- Display fields: 4 pcs. per display panel —— - — — - —
« Display text: free selectable (indicate when ordering) ( " ! T
« Background light: LED - white, red, green, blue ‘ - R;\\ h o? ‘Status signal 1
« Colour selection LED: depending on control and alert state ‘ . = Zj ‘
- Control: 24VDC A wh .
« Electrical connection: Terminal strip; max. 2.5 mm? ‘ % B Zs ‘ )
- Cable gland: M25 ‘ Gg\ N o ‘Status signal 2
BN .
» Mounting: Wall- and Ceiling-Installation ‘ R ° ‘
« Measurements (WxHxD): 315 x 388 x 87 mm ‘ o W;\\ O;
. Weight: 6kg ‘ @ R 211 ‘Status signal 3
« Type of protection: IP 65 ‘ Buu\\ ® ot
- Material - Side panel: Extruded aluminium profile ‘ - W&\\ ot ‘
- Rear panel: Aluminium ‘ o R Zi: ‘Status signal 4
- Support arm: Steel ‘ B”m\ M o1 ‘
« Colour - Side panel: RAL 7024 powder-coated ‘ ’ o
- Rear panel: Alu - natural anodized ‘ 12 ‘ 24
- Support arm: RAL 7024 ‘ ” ‘
[
I |

Application example

Signal type ‘ Analysis unit

Type of monitoring
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Application function

The display panel AZT.4 made by CGS serves as a local personnel protection and first information about the source of the danger.

Various LED colour combinations and a big plain-text display enable an immediate assessment of the danger category before entering
the danger zone.

The panel needs a 24 VDC supply whose cable will be connected through an cable gland on the bottom. The control of every single
colour is done via ground. The AZT.4 consists of a housing in swivelling design for wall- and ceiling-installation.
The four display texts can be selected free by order.

Order numbers
Product: Article no.:
- Display panel AZT.4* 1030925

*indicate display text when ordering!
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